SECTION 10523 



FIRE EXTINGUISHERS, CABINETS AND ACCESSORIES 

PART1 GENERAL 

1.01 SECTION INCLUDES 

A. Fire extinguishers. 

B. Fire extinguisher cabinets. 

C. Accessories. 

1.02 REFERENCE STANDARDS 

A. NFPA 10 - Standard for Portable Fire Extinguishers; National Fire Protection Association; 2007. 

B. UL (FPED) - Fire Protection Equipment Directory; Underwriters Laboratories Inc.; current edition. 

1.03 SUBMITTALS 

A. See Section 01300 - Administrative Requirements, for submittal procedures. 

B. Shop Drawings: Indicate cabinet physical dimensions and rough-in measurements for recessed 
cabinets. 

C. Product Data: Provide extinguisher operational features and color and finish. 

D. Maintenance Data: Include test, refill or recharge schedules and re-certification requirements. 

1.04 FIELD CONDITIONS 

A. Do not install extinguishers when ambient temperature may cause freezing of extinguisher 
ingredients. 

PART 2 PRODUCTS 

2.01 MANUFACTURERS 

A. Fire Extinguisher Cabinets and Accessories: 

1. JL Industries, Inc: www.jlindustries.com. 

2. Larsen's Manufacturing Co: www.larsensmfg.com. 

3. Potter-Roemer: www.potterroemer.com. 

4. Substitutions: See Section 01600 - Product Requirements. 

2.02 FIRE EXTINGUISHERS 

A. Fire Extinguishers - General: Comply with product requirements of NFPA 1 0 and applicable 
codes, whichever is more stringent. 

1 . Provide extinguishers labeled by Underwriters Laboratories Inc. for the purpose specified 
and indicated. 

B. Carbon Dioxide Type Fire Extinguishers: Cast steel tank, with pressure gage.(Typical) 

1. Class: B:C. 

2. Size: 10 pound. 

3. Finish: Baked enamel, red color. 

4. Temperature range: -40 degrees F to 120 degrees F. 

C. FE-36 Type Fire Extinguishers: Cast steel tank, with pressure gage. (At computer room) 

1. Class: B:C. 

2. Size: 5 pound. 

3. Finish: Baked enamel, red color. 
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4. Temperature range: -40 degrees F to 120 degrees F. 

2.03 FIRE EXTINGUISHER CABINETS 

A. Metal: Formed stainless steel sheet; 0.036 inch thick base metal. 

B. Cabinet Configuration: Semi-recessed type. 

1 . Sized to accommodate accessories. 

2. Trimless type. 

3. Form cabinet enclosure with right angle inside corners and seams. Form perimeter trim 
and door stiles. 

C. Door: 0.036 inch thick, reinforced for flatness and rigidity; latch. Hinge doors for 180 degree 
opening with two butt hinge. Provide nylon catch. 

D. Door Glazing: Glass, clear, 1/8 inch thick tempered. Set in resilient channel gasket glazing. 

E. Cabinet Mounting Hardware: Appropriate to cabinet. Pre-drill for anchors. 

F. Weld, fill, and grind components smooth. 

G. Finish of Cabinet Exterior Trim and Door: Satin chrome. 

H. Finish of Cabinet Interior: White enamel. 

2.04 ACCESSORIES 

A. Extinguisher Brackets: Formed steel, chrome-plated. 

B. Cabinet Signage: Red applied lettering on cabinet door. 
PART 3 EXECUTION 

3.01 EXAMINATION 

A. Verify existing conditions before starting work. 

B. Verify rough openings for cabinet are correctly sized and located. 

3.02 INSTALLATION 

A. Install in accordance with manufacturer's instructions. 

B. Install cabinets plumb and level in wall openings, 48 inches from finished floor to handle of 
extinguisher. 

C. Secure rigidly in place. 

D. Place extinguishers and accessories in cabinets. 

END OF SECTION 
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